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The only formed steel channels 
on the market with square corners. = 
This means that these channels will 
not roll or turn in course of their 
erection or twist when the lath 
is being applied. The right-an- 
gle position of the legs insures 
that the channels will remain — 
firmly in position wheth- — 
er used as furring or stud- | 
dit They are rolled 
absolutely straight and 
true, are easy to handle 
and much more 
economical than 
the ordinary hot 
rolled type. 


For use as 
furring on 
flat or sus- 
pended ceil- 
ings, false 
beams, columns, 
or cornice work, 
onmasonry walls, 
for solid or hol- 
low metal lath 
partitions. 


No. 18 gauge Black 
and Galvanized Tie 
Wire carried in stock. 
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in, and 2 in. wide. 


YOVUCHTOWVA ONO. ff 
‘Trade Mark~ Reg. U.S. Pat. Of. 


Made from U. S. 16 gange steel in 34 in., 1 in., 11% 
Carried in stock in lengths of 12, 


sarc icrecrasmcemmrr tt 


Cold: 


gear 


14, 16,18 and 20 ft. Will cut to size on special order. 


o—T 


the openings provi 


Approx. Weight 
per 1000 lineal feet 


Tlustrations show actual sizes of Channels 
DIMENSIONS 
tin. wide high 
in. wide - high 
Zin. wide in. high 
in. wide S high 


Perforated Channels 


Perforated Ch 


nels gre 
casy passage for the tie 


acilitate the erection of metal lath 


as 
ires. Made from 16 


gauge steel, same lengths as plain channels and in two sizes as follows : 


DIMENSIONS 
11 2in. wide Leg 3/8 in. high 
2 in. wide Leg 7/16 in. high 


—=—=————— 


Approx. Weight 
per 1000 lineal feet 
400 Ibs. 

547 Ibs. 


Rolled 
Channels 


aati 


